< Revisions \
8” PVC VENT PIPE TO ODOR
(A | TOP ELEVATION OF WETWELL CONTROL UNIT (IF APPLICABLE)
INFLUENT PIPE (INVERT)
© |HIGH WATER ALARM ULTRASONIC LEVEL
CLAM SHELL ACCESS HATCH WITH TRANSDUCER WELL
©) | START LEAD PUMP UPPER CABLE HOLDER, HEAVY PRESSURE GAUGE
DUTY CLAM GUIDE BRACKETS, AND TRANSDUCER
® |START LAG PUMP AND CHAIN HOOKS (SEE NOTE 11)
(SEE DETAIL THIS SHEET FOR SAFETY NET)
©® |PUMP OFF \ N\<Ht\
\ =
(© |BOTTOM OF WETWELL
)
ﬁzrﬂ ( - - )
/ Ni<iE
ITEM VAL UE EMERGENCY CONNECTION
WETWELL DIAMETER (MIN. 8") N
O
ROHN 65G TOWER HEIGHT 6" VENT (TYP) ~
PUMP MAKE <
)
~UMP MODEL SEWER INFLUENT PIPE Z
IMPELLER SIZE D
o
VOLTAGE PUMP STATION — PLAN m
PHASE NOT TO SCALE TR
HORSEPOWER O
RPM -
DISCHARGE FLOW RATE AT DISCHARGE HEAD GPM @ TDH Z
D
DUCTILE IRON CLAM SHELL ACCESS HATCH O
90 DEGREE WITH HEAVY DUTY CLAM GUIDE
BEND WITH 1/8” 316 BRACKETS, CHAIN HOOKS
SEE CONTROL S.S. BUG SCREEN AND (REFER TO DETAIL FOR
PANEL DETAIL SAFETY NET)
(MUST FACE
WET WELL)
GENERAL NOTES:
FEMALE CONNECTION W/ >_‘
1. FOR PUMP STATIONS LARGER THAN 50 HP, WET WELL LEVEL AND I X DUST PLUG (ALUMINUM
ALARMS SHOULD BE PRIMARILY CONTROLLED BY AN ULTRASONIC LEVEL > MIN. @ — TOP ELEVATION ON ORIENTED TO(WARDS WE)T WELL o
TRANSMITTER SYSTEM PER BRUNSWICK COUNTY STANDARD . ——WETWELL. REFERENCE TO T H
SPECIFICATIONS. IN' THE EVENT OF FAILURE OF THE ULTRASONIC LEVEL NAVD 88 =
TRANSMITTER SYSTEM THE WET WELL FLOATS WILL CONTROL THE PUMP Ve
STATION. REFER TO BRUNSWICK COUNTY PUMP STATION TECHNICAL
SPECIFICATIONS IN SCADA SPECIFICATIONS. ] ] ] n 4
2. ALL POWER TO THE PUMP STATION SHALL BE 3 PHASE POWER. H ) <
3. ALL HATCHES SHALL BE PROVIDED WITH OSHA APPROVED FALL SAFETY 12 — - <
DEVICE. - ! PLUG VALVE < O 7
4. INSTALL ALL JUNCTION BOXES 2’ ABOVE 100 YEAR WATER SURFACE Y Y 57 Y — = -
ELEVATION. LD v 5
5. PIPE STANCHIONS SHALL BE GALVANIZED METAL AND DESIGNED BY THE | Y 1 /A | I 0
ENGINEER TO ADEQUATELY SUPPORT THE SIZE AND WEIGHT OF THE a O O
ELECTRICAL AND SCADA COMPONENTS MOUNTED TO THEM. ALL S = =T T =T ~
COMPONENTS SHALL BE MOUNTED USING 316 SS ANCHOR BOLTS. RL= S L =I5 Z » M
6. ALL PUMP STATION CONTROL PANELS SHALL BE EQUIPPED WITH A | | [ EMERGENCY CONNECTION 9 <3 <
TERMINAL BLOCK WITH DRY CONTACTS TO ALLOW CONNECTION TO SCADA T | »
CONTROL PANEL. S.S. FLOAT HANGER - : 2 olue vaLve PRESSURE GAUGE ‘\(8 DIP)(IF FORCE MAIN IS I D @)
7. THE CONTRACTOR SHALL INSTALL A SCADA CONTROL PANEL PER SEE SAFETY NET DETAL — | - ) i AND TRANSDUCER LESS THAN 87, EMERGENCY LD T
BRUNSWICK COUNTY SPECIFICATIONS. gt O=—r 8" ODOR CONTROL VENT o TEE _~(SEE DETAIL SHEET CONNECTION MAY MATCH ~ Z =
8. INSTALL OUTSIDE WATERPROOF 120VAC OUTLET.(GFCI PROTECTED) o — e 107 ‘o FORCEMAIN DIAMETER N
9. PUMP LIFTING CHAINS SHALL BE STAINLESS STEEL AND ALL FLANGE 'E';'ETE(?C')%RTE%U@TTAHCERASCEONULAP% it ' ?4/ 3 OF 3) ) , a. 9 g tY,
BOLTS SHALL BE 316 STAINLESS STEEL. i . . -
EPOXY OR APPROVED EQUAL / = = @)
10. ALL DIP AND FITTINGS SHALL BE COATED ON THE OUTSIDE AND INSIDE A 3 > < )
PER BRUNSWICK COUNTY SPECIFICATIONS. o - ik i D 7.
11. BRUNSWICK COUNTY REQUIRES A PRESSURE TRANSDUCER IN ADDITION TO = | S iz METERING AT ~
A PRESSURE GAUGE ON THE COMMON FORCE MAIN INSIDE THE VALVE — —
VAULT (SEE DETAIL ON SHEET 3 OF 3). 'NFLUENT PIPE INVERT - \ Y XY S &Y v&\ MJ TEE VAULT, IF TN B W W B e e a¥
12. BRUNSWICK COUNTY MAY REQUIRE A FLOW METER VAULT. MINIMUM SIZE \ 4” DRAIN TO WET ~ W SLOPE TO DRAIN APPLICABLE F)W >
IS 6'X6". (©)HicH LEVEL ALARM — WELL W/TRAP (SEE NOTE 12) 5
AND FLAPPER . m
0 . CHECK VALVE
() LAG PUMP ON ! m
MIN. 2" S.S. GUIDE RAILS
@LEAD PUMP ON Ls O i OR BIGGER AS NEEDED
(FLYGT COMPATIBLE)
() pumps oFF — O & Date: __515:2012
(PUMP OFF FLOAT TO BE AT - DUCTILE IRON DISCHARGE scale __ NTS
AN ELEVATION SO THAT PUMP a PIPE COATED DrawnBy: __IDM
MUST BE SUBMERGED) | — — S.S. BOLTS (SEE NOTES) Checked By: __ WLP
/ WET WELL BOTTOM
S.S. LIFT CHAIN | / ©
<— 6" MIN.
BTFﬁgK(sﬁNSlG“ﬁ'OSTQg)F'LLET ‘ SAFETY NET DETAIL
’ 187 THICK EXTENDED BASE MANUFACTURE SHALL BE U.S.F. FABRICATION INC.

12" MINIMUM
CRUSHED STONE

—I|=lII=lE AL PIPING IN THIS AREA TO BE MIN.

== PRESSURE CLASS 350 DIP WITH
PROTECTO 4071 INTERIOR COATING AND

EXTERIOR COATING (SEE NOTE 11)

_~UMPEP STATION — SECTION

NOT TO SCALE
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